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SU SERIES

PROFESSIONAL AUDIO WIRELESS MICROPHONES




SU SERIES

SU-990D

SU-990D DIGITAL WIRELESS MICROPHONES 180CH

Digital UHF 694.4 ~ 702.7 , 748.3 ~ 757.7 MHz frequency range.

Frequency response 30Hz ~ 20kHz *2dB

Pre-Set 180CH selectable frequencies (CH-A : 20Group (85Channal) , CH-B : 20Group (95Channal)).
True diversity system with 4 antennas.

Unique digital 16 bits ID pilot technology, no crosstalk disturbance even same frequency.
IR sync downloading the frequency from receiver.

Wireless system adopts Intelligentized cryptographic hardware.

TFT display to indicate frequency AF / RF signal, battery level, group, channel, menu settings.
Auto frequency scanning and spectrum display.

Equalizer 9 Presets : 0, +3dB (FLAT / low shelf cut / high shelf cut / high shelf boost / low shelf boost)
Up to 120 Meters line-of-sight range.

Auto mute when falling or laid down.

An efficient battery energy design that allows the microphone to be used continuously for
longer periods of time.

OPTIONS FOR WIRELESS MICROPHONE

- A
L ]

RKT-4A Rack kit 4 antenna

SU-990D : REAR PANAL

@

Dynamic

@ cardioid

fiih Tailored

SYSTEM
Carrier Frequency
Available Channels

Bandwidth

Dynamic Range

Total Harmonic Distortion
Frequency Response
Demodulation Mode
Sampling Rate

Audio Output Level

SU-990R : RECEIVER
Frequency Response
Power Supply
Consumption Power
Signal/Noise Ratio
Receiving Sensitivity

TRANSMITTER

Carrier Frequency

- Frequency range Group A
- Frequency range Group B
Available Channels

- Channels A : 20Group

- Channels B : 20Group
Bandwidth

Frequency Switch

UHF 684.4 ~ 702.7,748.3 ~ 757.7MHz

180CH CH-A : 20Group (85CH) ,
CH-B : 20Group (95CH)

17.9MHz

96dB

<0.1%

30Hz ~ 20kHz +2dB

DQPSK

48 KHz

1x 6.3mm, 1 x XLR balance output

30Hz ~ 20kHz +2dB
DC 12V-18V 1A

4 Watts

96dB

-95dBm

UHF 694.4 ~702.7 ,748.3 ~ 757.7MHz
6944 ~702.7 MHz ;
7483 ~ 757.7 MHz
180CH
85CH
95CH
17.9 MHz
IR SYNC

SU-990HT : HANDHELD TRANSMITTER

Microphone Type

Polar Pattern

Frequency Response
Impedance

Sensitivity

Output Power

Harmonic Radiation
Battery Voltage

Battery Life (Alkaline Type)

Dynamic

Cardioid Directional
50Hz - 18kHz +3dB
6000 +30% @1kHz

SU-990BT : BODYPACK TRANSMITTER

Output Power

Harmonic Radiation
Battery Voltage

Battery Life (Alkaline Type)

10mW /7 30mWwW
<-50dBc

3V (2 x 15V AA Battery)
approx 8 hours

LAVALIER (LV-X) | HEADWORN (HW-X)

Microphone Type
Frequency Response
Impedance
Sensitivity
Distortion

Connect

Condenser
20Hz - 20kHz

-60dB +3dB (0dB=1V/Pa @1kHz)
10mW /7 30mw

<-50dBc

3V (2 x 15V AA Battery)

approx 8 hours

32Q) +15%

-38 +2dB @lkHz; ImW

1% @ 1KHz _ v
Mini XLR 4-Pin &=



SU SERIES SU-890D Il DIGITAL WIRELESS MICROPHONES 156CH

SYSTEM

Carrier Frequency UHF 6945 ~ 702.7MHz

Available Channels 156CH (2*78CH)

Bandwidth 8.3MHz

Frequency Response 30Hz ~ 20kHz +2dB

Demodulation Mode DQPSK

Sampling Rate 48 KHz

Dynamic Range 90dB

Total Harmonic Distortion <05%

Audio Output Level 1x 6.3mm, 2 x XLR balance output
SU-890D-II SU-890DR : DUAL RECEIVER

Frequency Response 30Hz - 20kHz

Power Supply DC 12v-18V 1A

Consumption Power 3Watts

Signal/Noise Ratio S0dB

Receiving Sensitivity -95dBm

SU-890HT : HANDHELD TRANSMITTER

= UHF 694.5 ~ 702.7MHz Frequency Range. (Brand for Thailand Regulation) Carrier Frequency UHF 6945 ~ 702.7MHz

* Frequency Response 30Hz ~ 20kHz Bandwidth 8.3MHz

* Pre-5et 156CH (2*78CH) Selectable Frequencies. Frequency Response 50Hz — 20kHz

= Wireless System Adopts Intelligentized Cryptographic Hardware. Frgquency Switch IR SYN;

* IR Sync Downloading the Frequency from Receiver. Microphane Type Dyné@l( . .

* Auto Frequency Scanning and Spectrum Display. PolarRattrn Galiaid Birectional
Output Power <30mw

* Colorful TFT LCD Display and Menu Settings Harmonic Radiation <-50dBc

* Status of Frequency AF And RF Signal Etc. Battery Voltage 3V (2 x 15V AA Battery)

* Up To 100 Meters Line-of-Sight Range. Battery Life approx 8 hours

Auto Mute When Falling Down or Laid Down.

Ideal for Professional Stage, Clubs, Music Entertainment Meeting, Training, Conference and karaoke Etc.

Optional Hand-Held Microphone, Pocket Transmitter, Lavalier and Headset Available.
SU-890BT : BODY-PACK TRANSMITTER

Certif s e Carrier Frequency UHF 6945 ~ 702.7MHz
Certif CE and RoHS Bandwidth 8.3MHz

The -890D Series confarms to standard - NBTC | ETSI EN 300 422-1, 301489-9, EN 62479, IEC 60950-] Frequency Response 20Hz — 20kHz
Frequency Switch IR SYNC
) Output Power £30mwW
o — T . e Harmonic Radiation <-50dBc
SU-89D Il . REAR PANAL \ i MODEL : § . Battery Voltage 3V (2 x 15V AA Battery)
2 AN el : : f Battery Life approx 8 hours

OPTIONS FOR WIRELESS MICROPHONE

LAVALIER (LV-X) | HEADWORN (HW-X)
- ”M -t M Frequency Response 20Hz — 20kHz @"‘ ]

Q ] Microphone Type Condenser y
Lo o i o o] [ o o o) B e b e
@ Cardioid Sensitivity -381 2dB @IKHz; ImW ;_,J,'
KT-4A Rack kit 4 antenna RKT-2A Rack kit 2 antenna Distortion 1% @ 1KHz ) N/

[ .
compatible for 2 SU-890D-Il wireless receivers. compatible for SU-890D-Il wireless receivers I||||! Tailored Connect XLR35-3P




SU-850DG

SU-850DA

SU-850D DIGITAL WIRELESS MICROPHONES

SU-850DG DIGITAL WIRELESS MICROPHONES 190CH

Digital UHF 748.3 ~ 757.7 MHz frequency range.

Frequency response 30Hz ~ 20kHz +2dB

Pre-Set 190CH (2*95CH) selectable frequencies.

Charge handheld microphone by receiver.

TFT display to indicate frequency, battery level, volume level, Channel and Menu Settings.
OLED Display for handheld microphones

AF / RF signal indicator LED light on receiver

Up to 100 Meters line-of-sight range. / Qutput power 5mW/20mW

Auto mute when falling or laid down.

Unique digital 16 bits ID pilot technology, no crosstalk disturbance even same frequency.
IR sync downloading the frequency from receiver.

Wireless system adopts Intelligentized cryptographic hardware.

An efficient battery energy design that allows the microphone to be used continuously
for longer periods of time.

SU-B50DA DIGITAL WIRELESS MICROPHONES 168CH

Digital UHF 694.4 ~ 702.7 MHz frequency range.

Frequency response 30Hz ~ 20kHz +2dB

Pre-Set 168CH (2*84CH) selectable frequencies.

TFT display to indicate frequency, battery level, volume level, Channel and Menu Settings.
AF / RF signal indicator LED light on receiver.

Up to 60 Meters line-of-sight range. / Output power 10mW

Auto mute when falling or laid down.

Unique digital 16 bits ID pilot technology, no crosstalk disturbance even same frequency.
IR sync downloading the frequency from receiver.

Wireless system adopts Intelligentized cryptographic hardware.

SYSTEM

Carrier frequency
Available channels
Bandwidth

Dynamic range

Total harmonic distortion
Frequency response
Demodulation mode
Sampling rate

Audio output level

SU-850 : RECEIVER
Frequency response
Power supply
Consumption power
Signal/noise ratio
Receiving sensitivity

SU-850DG SU-850DA

UHF 694.4 ~ 702.7MHz UHF 748.3 ~ 757.7MHz
168CH (2 x 84CH) 190 CH (2 x 95CH)
8.3MHz 9.4 MHz
96dB
<0.1%
30Hz ~ 20kHz +2dB
DQPSK
48 KHz
1x 6.3mm, 2 x XLR balance output

30Hz ~ 20kHz +2dB
DC12V-18V 1A
2 Watts
96dB
-95dBm

SU-850 : HANDHELD TRANSMITTER

Carrier frequency
Available channels
Bandwidth
Frequency switch
Microphone type
Polar pattern
Frequency response
Impedance
Sensitivity

Output power
Harmonic radiation
Battery

Battery life

Certifications : CE and RoHS

UHF 694.4 ~ 702.7MHz UHF 748.3 ~ 757.7MHz
168CH (2 x 84CH) 190 CH (2 x 95CH)
8.3MHz 9.4 MHz
IR SYNC
Dynamic
Cardioid Directional
50Hz - 15kHz +5dB
580Q +15% @lkHz
-52dB +2dB (0dB=1V/Pa @lkHz)
5mW / 20mWw
<-50dBc
18500 Lithium battery 3V (2 x15V)
(1500mAh) (USB Charger) | AA Battery
approx. 10 hours approx. 8 hours (Alkaline Type)

The SU-8500 Series conforms to standard : NBTC
| ETS! EN 300 422-1, 301 489-9, EN 62479, IEC 60950-1

Q Dynamic @ Cardioid !:ii:! Tailored

SU-850DA : REAR PANAL

SU-8500G : REAR PANAL

SMART
CHARGE



SU SERIES SU-820D WIRELESS MICROPHONES 48CH

SYSTEM

Carrier Frequency UHF 697.3 ~ 702.7 MHz

Available Channels 48CH (2*24CH)

Bandwidth 5.5 MHz

Dynamic Range 96dB

Total Harmonic Distortion <0.3%

Frequency Response 30Hz ~ 20kHz +2dB

Audio Output Level 1x 6.3mm, 2 x XLR balance output

SU-820DR : DUAL RECEIVER

Frequency Response 30Hz ~ 20kHz +2dB
Power Supply DC 12V 500mA
Consumption Power <3watts
Signal/Noise Ratio 96dB
Receiving Sensitivity -95dBm
* UHF 697.3 ~ 702.7 MHz Frequency Range. (Brand for Thailand Regulation)
* Frequency Response 30Hz ~ 20kHz +2dB SU-820HT : HANDHELD TRANSMITTER
+ Pre-Set 48CH (2*24CH) Selectable Frequencies. Carrier Frequency UHF 697.3 ~ 702.7 MHz
* Unique digital pilot technology, no crosstalk disturbance even same frequency. Bandwidth 5.5 MHz
SU-820D + An efficient battery energy design that allows the microphone to be used continuously Frequency Response 30Hz ~ 20kHz +2dB
for longer periods of time. Frequency Switch IR SYNC
* IR Sync Downloading the Frequency from Receiver. Microphone Type Dynamic
+ The transmitter uses LCD display to indicate frequency and battery level and so on. Polar Pattern Cardioid Directional
* Single-chip microphone amplifier, DSP-based audio processor with multi-frequency Qutput Power < 20mw
selection function. Harmonic Radiation <-50dBc
+ Up To 50 Meters Line-of-Sight Range. Battery Voltage 3V (2x1.5V AA Battery)
= ldeal for large and small stages, Clubs Music Entertainment, Conference, Meeting, Training, Battery Life approx. >5 hours

Speeches and karaoke Etc.

* Optional Hand-Held Microphone, Pocket Transmitter, Lavalier and Headset Available

C) Dynamic @ Cardioid !:;'[:! Tailored

SU-820D : REAR PANAL

Certifications : CE and RoHS

The SU

rd : NBTC [ETSI EN 300 422-1, 301489-9, EN 62479, IEC 60950-1




SU SERIES ACCESSORIES FOR WIRELESS MICROPHONE

RKT=2A Rack kit 2 antennas.

: compatible for SU-890D-II wireless receiver.

RKT=4A Rack kit 4 antennas.

compatible for 2 SU-890D-II wireless receivers.
:compatible for  SU-990D wireless receivers.

SPA-1002P Antenna / Power Distribution.

: Antenna / Power Distribution System 450-1000MHz

Accessories

SPA-1000A Active directional antenna.

: for wireless microphones 470-1000MHz supports a
I
professional TNC connector. can be used for indoor .
C—

and outdoor applications

OPTIONALS

SPA-BK SPA-ST \

Antenna mounting Antenna mounting 7
Bracket. Stand.

— |r-'f i
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