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Cemica

CVM-WM300

Main Features :

UHF 794~806 MHz frequency range. (Brand for Thailand Regulation)

Dual Transmitters Triggered by One Receiver, A/B Double Group Options
80 Channels, Used for Multiple Devices Working Together

Working Distance is Up to 120m (in open area, up to 80m in Barrier Area)
LCF Low Cut Filtering Mode

Auto-scanning for Quick Channel Selection

Manual or Auto IR Sync

Adjustable RF Signal Strength

Audio Dynamic Display Bar /
16 Levels Volume Adjustment

Transmitter Power Monitor

Mono/Stereo Switchable Output Modes

Built-in Rechargeable Lithium Battery, Slim Body
Low-consumption, Super-long Standby Time
Lattice LCD Display, High Resolution

Full Metal Manufacturing, Excellent Shielding
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WM300(D) = HTX + RX

120m Working  Dual-Mic Trigger ~ Full Metaland 80 Channels Low Cut Auto-scanning  Adjustable RF Auto IR Sync
Distance Super Shielding Filter Signal Strength
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Audio Dynamic ~ Transmitter 16 Levels Mono/Stereo Real-time Lithium Low Power Lattice LCD
Display Bar Power Monitor Volume Adjustment  Audio Switch Monitor PowerDrived  Consumption
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CVM-WM200

Main Features :

UHF 794~806 MHz frequency range. (Brand for Thailand Regulation)

Dual Transmitters Triggered by One Receiver, A/B Double Group Options
80 Channels, Used for Multiple Devices Working Together

Working Distance is Up to 120m (in open area, up to 80m in Barrier Area)
LCF Low Cut Filtering Mode

Auto-scanning for Quick Channel Selection /
Manual or Auto IR Sync

Adjustable RF Signal Strength

Audio Dynamic Display Bar

16 Levels Volume Adjustment

Transmitter Power Monitor

Mono/Stereo Switchable Output Modes
Low-consumption, Super-long Standby Time
Lattice LCD Display, High Resolution

Full Metal Manufacturing, Excellent Shielding

WM200(A) = 2TX + RX

WM200(B) = TX + HTX + RX

e
AnENUALANTY :
g1uAMUE UHF 794~806 MHz mMaunsngu nany (Usswalne)
[ ) v a d® o oo G = )
yasudsdyaralulasinuliasuuugiinsossudynin 1 nSesaziniosdedyyia
iy IS = S o PR 1] b
wiaululasinuy 2 w3aq, ddaden nJU A/B Tidenldau
d' v v ' o ¥ o v y
aunsaddsundnudlais 80 Yasdyain arunsaldeuivaunsalldvainnatewy
Py o p v
nde93alesnulys / ndasdnenaw DSLR , aursninu udu
a @, o e vy ddas a v
fszuzsudidyaraluaauilduwdsldgega 120 wasuagluinddsfiavaeldgega sowns
T Weddu LCF nsasdygrauadnuddudessn
<
aunsadenayudldauldsinga daessuuesld aunu
anunsndefiniasdeiuiniasiudyyialdvauuuiauuiauazaald
a1u15aUSUAIAULTIVR I YT U-aale
auansdygyrandesuuulaundnuid
dunsadiulaguidesldds 16 sz
WENITZAUNANUYDUATDIAT Rysy U \

WM200(C) = TX + RX

WM200(D) = HTX + RX
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120m Working  Dual-Mic Trigger ~ Full Metal and 80 Channels Low Cut Auto-scanning  Adjustable RF

Distance Super Shielding Filter Signal Strength
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Display Bar  Power Monitor Volume Adjustment  Audio Switch Monitor Consumption
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CVM-WM100

Main Features :

UHF 794~806 MHz frequency range.(Brand for Thailand Regulation)

48 Channels for Multiple Devices Work Together

Working Distance Up to 100m; (100m in Open Area, 60m in Barrier Area)
Local Audio Test in Transmitter End

Real-time Audio Status Monitor in Receiver End

Real-time Audio Monitor

16-levels Adjustable Volume

RF Signal Strength Adjusted in Transmitter End

Muting Mode

Lattice LCD Display, High Resolution
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CVM-WS50

6-Channels Smartphone Wireless Microphone
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Main Features :

UHF 794~806 MHz frequency range. (Brand for Thailand Regulation)

6-channels, Working Distance Up to 40m (In Open Area, 30m in Barrier Area )
Built-in Metal Material Smartphone Holder

LCD Screen for Displaying Channels and Audio Status

Stepless Volume Adjustment

Real-time Audio Monitor

Extendable for Connection with LED Light, Grip, Tripod, Cold-shoe,etc

Built-in Rechargeable Lithium Batteries

Portable and Light
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Distance ~ Smartphone Holder  Monitor Power Drived  Volume Adjustment



CVM-VP3
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Low-noise Low Cut -10dB Adjustable 48V Phantom  Full Metal and
Filter Sensitivity Power Super Shielding
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TulaslWlu Shotgun SUtdBeUU Super Cardioid Condenser dafWen FuUaMSUNAD9IALD

Main Features :

Low Noise Circuit

Two Step High-pass Filter (Flat/80Hz)
-10dB Adjustable Sensitivity

48 Phantom Power or 1.5V AA Battery

Full Metal Material Construction and Super Shielding

Broadcast Sound Quality
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CVM-VP2

Tulasinu Shotgun SULd8aLUU Super Cardioid Condenser @M%5UNA847ALD

Main Features :

Low Noise Circuit
Two Step High-pass Filter (Flat/80Hz)
48 Phantom Power or 1.5V AA Battery

Full Metal Material Construction and Super Shielding

Broadcast Sound Quality
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Low-noise Low Cut 48V Phantom  Full Metal and
Filter Power Super Shielding
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CVM-V30

Main Features :

Super-Cardioid

10dB Sensitivity Adjustment

Low Self-noise

Low-cut Filter

Super Anti-interference

Special Design for Excellent Shock-absorbing
Packed with Wind-Screen and Wind-Muff
Cold-shoe Design with 1/4 Thread at the Bottom
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Super-Cardioid  -10dB Adjustable Low Cut Low Self-noise Excellent Super Anti- Wind-Muff
Sensitivity Filter Shock-absorhing interference




CVM-V20

Main Features :

Super Cardioid Polar Pattern
10dB Sensitivity Adjusting
Low Self-noise

Super Anti-interference
Aluminum Alloy Made
Double Mic
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Super-Cardioid  -10dB Adjustable  Low Self-noise Super Anti- Aluminum
Sensitivity interference Alloy Made

CVM-SV20

Main Features :

Stereo Audio Recording

20dB Sensitivity Adjusting

Low-cut Filtering

Super Shield and Anti-interference
Low Self-noise

Aluminum Alloy Made
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Stereo 20dB Sensitivity ~ Low Self-noise Super Anti- Aluminum
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CVM-VM10 I

Micro Compact Directional Condenser Shotgun Video Microphone
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Main Features :

© Cardioid Pattern

@® Mini Light Professional

® Low-consumption, Power Driven by Video Device
©® Super Anti-interference

® Professional Shock-Mount

©® Professional Mic

® Wind screen and Wind Muff
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CVM-V02

XLR Lavalier Microphone
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Main Features :

Lavalier Microphone with XLR(3-pins) Connector

Low Distortion, Wide Dynamic Range

Flat Frequency Response for Broadcast-quality
Support 48V Phantom Power

Metal Mic for Super Shielding

CNC Processed Technology and Accurate Design

1.8m Soft Silicone Wire and Comfortable Touch Feeling
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CVM-VG05

Stereo Ball Video Microphone for GoPro
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Main Features :

© Double Mic with Stereo Recording
® Creative Ball-shape

©® Recording Ball Rotatable

® Come with Wind screen

anaudAlang :
© duiindeauuu d@nesle aagluAsuides 2 da
© disunseuea
© @unsasuideslasauiianig
© wwdeuiuaniu
Stereo Recording Creative Rotatable Ball

Ball-shape

cCaamcA

CVM-VS08

Directional Condenser Shotgun Video Microphone for Smartphone
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Main Features :

© Cardioid Pattern

©® Audio Monitor

©® Creative Smartphone Stopper
©® Super Anti-interference

©® Professional Mic
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CVM-D03 (Dual.lav) |

Main Features :

Dual-head and Two-source Audio Recording

Detachable Mic and Device Body for Convenient Storage
Stepless Sensitivity Adjustment

Mono/Stereo Modes Switch

Real-time Monitor

Built-in Lithium Battery, Slim Body

Super-long Standby Time Up to 100h

Metal Panel for Excellent Interference
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Stepless Detachable Dual-Mic Lithium Mono/Stereo Real-time

Sensitivity Adjustment  Design Audio Recording  Power Drived  Audio Switch Monitor
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For GoPro For Smartphone For Camera




CVM-VO3(OR) |

Main Features :

Universal for Smartphone, DSLR Camera and GoPro

+10dB dB Adjustment, Optional and Flexible

Power Indicator Design, Simple Operation

Omni-directional Super-Shield Mic-head, Perfect Sound Volume

Built-in Metal Shield and Power-drived Control to Efficiently Decrease Noise
CR2032 Battery Design, Simple Operation

Precise Design and Convenient Carrying
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FORDSLR/ FOR GOPRO
‘SMARTPHONE CAMCORDER

CVM-V03(S)

Main Features :

Universal for Smartphone, DSLR Camera and GoPro

+10dB dB Adjustment, Optional and Flexible

Power Indicator Design, Simple Operation

Omni-directional Super-Shield Mic-head, Perfect Sound Volume

Built-in Metal Shield and Power-drived Control to Efficiently Decrease Noise
CR2032 Battery Design, Simple Operation

Precise Design and Convenient Carrying
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For GoPro For Smartphone For Camera

Main Features :

Dual-Head Mic for Two-way Audio Recording
Metal Mic for Super Interference
High-quality Silica Gel Material

Universal for Smartphone, Camera, GoPro
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CVM-VO1GP

Main Features :

Specially Designed for GoPro Sport Camera

Omni-directional Super-Shield Mic-head, Perfect Sound Volume
Built-in Metal Shield and Wind Muff to Efficiently Decrease Noise
Simple Operation

Precise Design and Convenient Carrying
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CVM-VO1SP

Main Features :

Specially Designed for Smartphones

Omni-directional Super-Shield Mic-head, Perfect Sound Volume
Built-in Metal Shield and Wind Muff to Efficiently Decrease Noise
Simple Operation

Precise Design and Convenient Carrying
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SHENZHEN COMICA TECHNOLOGY CO.,LTD

OFFICE ADD: ROOM 1007, BUILDING E, INTERNATIONAL
COMMERCE CENTER,BANTIAN, LONG’GANG DISTRICT, SHENZHEN
WEBSITE: www.comica-audio.com

IMPORTERS DISTRIBUTOR IN THAILAND

SOUND VISION CO., LTD.

OFFICE ADD: 90 SOL.LJARANSANITWONG 49/1 JARANSANITWONG RD.
BANGBAMRU BANGPHLAT BANGKOK 10700 THAILAND

TEL: +662-0016147

E-MAIL: info@soundvision.co.th

WEBSITE: www.soundvision.co.th
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